ZEN

Zener Regulator Dlodes

Mlcrosemi I

I

Power

22t 22k | R | VR | Tol.

Part Number Package Type | mit ‘ Data vzl Izt
i ‘Division ‘ Ouitline : Spec rSheet bW (V) {(mA) Q) ; () L{uAY | (V) [(+-%)
JANTX1IN748AUR-1 Scottsdale . DO-213AA = SM 9986 0.4 3.9 20 23 L0 1 5
JANTXVIN748A Scottsdale  DO-7 STD 11455 04 3.9 20 23 .10 1 5
“JANTXVINT4BA- Scottsdale DO-35 STD 11456 0.4 39 20 23 15 1 5
JANTXVIN748AUR-1 Scottsdale  DO-213AA ~ SM 11457 0.4 3.9 20 23 10 1 5
MLL748A Scottsdale | DO-213AA  SM 12988 0.4 3.9 20 23 1G 1 5
MLL748A-1 ‘ Scottsdale DO-213AA © SM 1298% . 0.4 38 20 23 10 1 5
1N3509 Scottsdale  DO-7 STD 2094 04 43 @ 0.02 5
1N3509A Scottsdale  DO-35 STD 2095 04 4.3  0.02 5
1N6082A Scottsdale  DO-7 STD 4392, 04 4.3 20 10
1N60828B Scottsdale : DO-7 STD 4393 04 4.3 20 3
1N6082C Scottsdale  DO-7 STD 4394 04 4.3 20 2
1N6082D Scottsdale  DO-7 STD 4395 04 4.3 20 1
1N749 Scottsdale  DO-35 STD 5216 0.4 4.3 20 22 2 1 10
1N749 (DOT) Scottsdale  DO-7 STD 5217 . 04 4.3 20 22 2 1 10
1N749A Scottsdale : DO-35 STD ¢ 5218 0.4 4.3 20 22 2 1 5
1N743A (DO7) Scottsdale  DO-7 STD 5219 . 0.4 4.3 20 22 2 1 5
CH749 Scottsdale | SEE FACT : STD 6257 0.4 43 20 22 2 1 10
CH749A Scottsdale  SEE FACT STD 6258 0.4 4.3 20 22 2 i 5
JANTN749A Scottsdale . DO-7 STD 8196 0.4 4.3 20 22 2 1 5
JANTN749A-1 Scottsdale DO-35 STD . 8197 . 04 4.3 20 22 2 1 &
JAN1TN749AUR-1 Scottsdale  DO-213AA  SM 8198 04 4.3 20 22 2 1 &
JANTX1IN749A Scottsdale  DO-7 STD 9987 . 0.4 4.3 20 22 2 1 £
JANTXIN749A-1 Scottsdale DO-35 STD 9988 0.4 4.3 20 22 2 3 I
JANTX1N749AUR-1 Scottsdale  DO-213AA . SM 9989 . 04 4.3 20 22 2 1 &
JANTXVIN749A Scottsdale  DO-7 STD 11458 0.4 4.3 20 | 22 2 1 <
JANTXVIN749A-1 Scottsdaie  DO-35 STD 11459 04 4.3 20 22 2 1 &
JANTXVINT49AUR-1  Scoltsdale  DO-213AA © SM 11460 04 4.3 20 22 Z 1 £
MLL748A Scottsdale DO-213AA  SM 12990 0.4 4.3 20 22 2 1 <
MLL749A-1 Scottsdale  DO-213AA  SM 12991 04 4.3 20 22 2 1 5
1N3510 Scottsdale DO-7 STD 2096 04 47 Q.02 5
1N3510A _Scottsdale - DO-35 STD 2097 04 4.7 002 5
1N6083IA Scottsdale = DO-7 STD 4396 0.4 4.7 10 10
1N6083B Scottsdale  DO-7 STD 4387 0.4 4.7 10 3
1N6083C Scottsdale  DO-7 STD 4398 0.4 4.7 10 2
1N6083D Scottsdale  DO-7 STD 4399 . 04 4.7 10 1
1N750 Scottsdale  DO-35 STD 5220 0.4 4.7 20 19 2 g e
1N750 (DQ7) Scottsdale | DO-7 STD 5221 04 4.7 20 19 2 1 0
1N750A Scottsdale  DO-35 STD 5222 0.4 4.7 20 19 2 1 5
1N750A (DO7) Scottsdale : DO-7 STD 5223 0.4 47 20 18 P2 5
CH750 Scottsdale  SEE FACT  STD 62591 04 4.7 20 19 2 1 i
CH750A Scottsdale | SEE FACT STD 6260 0.4 4.7 20 19 2 1 5
JANTN750A "Scoftsdale  DO-7 STD 3199 04 47 20 1 15
JANIN750A-1 Scottsdale DO-35 STD 8200 0.4 4.7 20 19 2 1 A
JAN1TN750AUR-1 Scoltsdale . DO-213AA SM 82011 04 47 20 19 2 1 5
JANTX1N750A Scottsdale  DO-7 STD 9890 . 0.4 4.7 20 19 2 1 5]
JANTXIN750A-1  Scottsdale  DO-35 8§TD ¢ 9991 . 0.4 4.7 20 19 2 1 o]

Section Organization: Zerier Parametric Section is organized by ascending Power (watts), followed by ascending Vz {volts)
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