
PLP1 Series

Panel Light Pipes, Rear Mount,
Round or Flat Face
Standard Color: Clear
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rigid light pipes
Panel Light Pipes and Self-Retaining Clip

• Protect Circuits from ESD
• Use with BivarOpto SM or Through-hole Series LEDs
• PLP1 Series Panel Light Pipes Press Fit into Panel
• For Added Retention and Contrast, Use C-103-SR Self-retaining clip

(See page 103)

PLP1-F Series

Panel Light Pipes, Rear Mount,
Flat Face
Standard Color: Clear

PLP2 Series

Panel Light Pipes, Front Mount,
Low-Profile Round Face
Standard Color: Clear

Material Specifications:
Housing: UL Rated 94V-0, 
Water Clear, Polycarbonate

Oxygen Rating Index:
Over 28% UL file #E121254

Mounting Information:
Panel Thickness: 0.047" (1.2mm) 
to 0.093" (2.4mm)

Examples:
PLP1   250   XX   X  

PLP1 Face (F= Flat Face)
Color Option (See note)
Overall Height
Series

Part No.
PLP1 Series PLP2 Series PLP1-F Series X=Length Face Price Code

PLP1-125 PLP2-125 PLP1-125-F .125 (3.2) F= Flat E

PLP1-250 PLP2-250 PLP1-250-F .250 (6.4) E

PLP1-350 PLP2-350 PLP1-350-F .350 (8.9) E

PLP1-375 PLP2-375 PLP1-375-F .375 (9.5) E

PLP1-500 PLP2-500 PLP1-500-F .500 (12.7) E

PLP1-625 PLP2-625 PLP1-625-F .625 (15.9) E

PLP1-750 PLP2-750 PLP1-750-F .750 (19.0) E

Note:
Standard, leave blank for clear, Price Code: E
Dyed Color, Price Code: L

RED: RD
GREEN: GN
BLUE: BE
YELLOW: YWPDF.Support


